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Quality Policy
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SINC Medical is adhere to the principle of Quality First,
To provide customers with the most satisfactory service.
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SINC medical located in the beautiful, convenient transportation area ,Jiangsu Shuyang Economic
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and Technology Development Zone, it is mainly engaged in the development and production of
medical oilless air pump.SINC holds in esteem the ideas of technology innovation,

[t has strong ability of new product development self-design and high level,The whole design
of the pump, from the motor to the pump, has been professionally demonstrated and tested.

The product has been certified by ETL/CE and has reached the leading quality level in China.

In the field of medical oilfree air pump, can provide integrate solution to customers’

different requirements.

Compliance with ISO S001: 2015 Quality Management System, SINC implements standardized
management on development production, quality assurance and production service.

In production management, SINC sets strict operation procedure in every production process in
accordance with standards requirements.SINC regards product quality as its life, based on the

idea of 'Quality is Life, Management creates Benefit' ,constant pursuit of high quality and

high efficiency management.
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ZGK60DZA&7!

Model Number

Performance Data
Head configuration

ZGK60D12-14

Pressure parallel flow

Nominal voltage

12VDC

OIL-LESS

Pressure parallel flow

12VDC

Pressure parallel flow

12VDC

Variable output speed 1000 rpm 2000 rpm 3000 rpm

Max. open air flow 2 L/min 10 L/min 14.5 L/min

Max. rated pressure 20 PsI 30 PSI 30 PsI
Current at rated pressure 35 A 4.2 A 5A
Power at rated pressure 42 W 50 W 60 W

Electrical Data

Motor insulation class F

Motor protection

Not included - Customer to integrate into system controller

Power lead wire color, gauge

Green (phase A), black (phase B), red (phase C), 22 AWG

Hall sensor wire color, gauge

Yellow (+VDC), brown (HS1), orange (HS2), blue (HS3), gray (ground }, 22 AWG

General Data

Operating ambient air temperature

32° to 140°F _ (0° to 60°C)

Safety certification

ETL

Net weight

0.39 Kg

Performance Chart

XA ERBEKIEEEECREREEREE
Other voltages and configurations available upon request
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Exploded Drawing

1.481K housing
2 ¥EAF connecting rod
3.5 Bicup seal

4.5 Bl% =& cup seal gland

5.5L%& cy
6.®1R va
7515 cy

inder liner

ve plate
Inder cover

8.5h7K bearing
9.5 rotor

10. & F stator
11.8BH11F motor casing

Dimensions

20.

90. 6
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ZGK100P &% Exploded Drawing

OIL-LESS

Technical Data

Model Number ZGK100P1-17 ZGK100P2-17 N\ T

Performance Data

Head configuration Pressure parallel flow Pressure parallel flow

Nominal voltage/frequency 110V/60Hz/1 220V/50Hz/1
Current at rated load 1.2 A 0.6 A
Power at rated load 120 W 110 W
Flow at rated load 17 L/min 17 L/min
Pressure at rated load 20 PSI (1.4 bar) 20 PSI (1.4 bar)
Speed at rated load 1650 rpm 1400 rpm
Noise <53 dB(A) <53 dB(A)
Maximum pressure restart 0 PSI 0 PSI
Electrical Data

Motor type [Capacitance] P.S.C(6.5uF) P.S.C(3uF)
Motor insulation class B B

Thermal switch [Open temperature] Thermally protected (145°C) Thermally protected (145C)

Line lead wire color, gauge White(hot), black(neutral), 20 AWG Brown(hot), blue(neutral), 20 AWG g
Capacitor lead wire color, gauge Blue, blue, 20 AWG Black, black, 20 AWG 1. #81K housing 6. B #hvalve plate e G
2. ¥%#F connecting rod 7. %13 cylinder cover \::n

Pressure(PSl)

General Data 3. EZBicup seal 8. #h7K bearing
Operating ambient air temperature 50° to 104°F (10° to 40°C) 50° to 104°F (10° to 40C) 4. P HEE cup seal gland 9. EF stator
Safety certification ETL ETL 5. filEcylinder liner 10. %% rotor
Net weight 2.4 Kg 2.4 Kg
XARBERKREHEECHERERER
Other voltages and configurations available upon request
Performance Chart Dimensions
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ZGK160P A& %

Technical Data

Model Number

Performance Data
Head configuration

OIL-LESS

ZGK160P1-30

Pressure parallel flow

ZGK160P2-30

Pressure parallel flow

Nominal voltage/frequency 110V/60Hz/1 220V/50Hz/1
Current at rated load 1.5 A 0.75A
Power at rated load 170 W 160 W

Flow at rated load 30 L/min 30 L/min
Pressure at rated load 20 PSI (1.4 bar) 20 PSI (1.4 bar)
Speed at rated load 1650 rpm 1400 rpm
Noise <53 dB(A) <53 dB(A)
Maximum pressure restart 0 PSI 0 PSI
Electrical Data

Motor type [Capacitance] P.S.C(9uF) P.S.C(4.5uF)
Motor insulation class B B

Thermal switch [Open temperature]

Thermally protected (145°C)

Thermally protected (145°C)

Line lead wire color, gauge

White(hot), black(neutral), 20 AWG

Brown(hot), blue(neutral), 20 AWG

Capacitor lead wire color, gauge

Blue, blue, 20 AWG

Black, black, 20 AWG

Exploded Drawing

1. §81% housing

6. B #hvalve plate

AN & BN S u--®

DI IN'NkE'L)

2. ¥%4F connecting rod 7.%1% cylinder cover N::n
General Data 3. 2 Bicup seal 8. 7K bearing
Operating ambient air temperature 50° to 104°F (10° to 40°C) 50° to 104°F (10° to 40°C) 4. RHEE cup seal gland 9. EF stator
Safety certification ETL ETL 5. #ilZEcylinder liner 10. % rotor
Net weight 2.4 Kg 2.4 Kq
XARBEKEHEECHEREEEER
Other voltages and configurations available upon request
Performance Chart Dimensions
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Exploded Drawing

ZGK200P &%

OIL-LESS

Technical Data

Model Number ZGK200P1-47 ZGK200P2-47
Performance Data
Head configuration Pressure parallel flow Pressure parallel flow
Nominal voltage/frequency 110V/60Hz/1 220V/50Hz/1
Current at rated load 22A OO 1aA
Power at rated load 220 W 210 W
Flow at rated load 47 L/min 47 L/min
Pressure at rated load 20 PSI (1.4 bar) 20 PSI (1.4 bar)
Speed at rated load 1650 rpm 1400 rpm
Noise <55 dB(A) <55 dB(A)
Maximum pressure restart 0 PSI 0 PSI
Electrical Data
Motor type [Capacitance] P.S.C(14uF) P.S.C(6.5uF)
Motor insulation class = S - 1.5 fan 6.6 Ecylinder liner 11. 8417 motor casing
Thermal switch [Open temperature] Thermally protected (145°C) Thermally protected (145°C) 2§61k housing 7.i®#Rvalve plate 12.%F stator
Line Ie.ad wire cn_lnr, gauge White(hot). black(neutral). 18 AWG Brown(hot). blue(neutral). 18 AWG 3 AT connecting rod 8 4T cylinder cover 13.5:F rotor
Capacitor lead wire color, gauge _ Blue, blue. 18 AWG Black, black, 18 AWG +
4. Bicup seal 9. %< relief valve
General Data 5.5 H[E & cup seal gland 10.5@7& bearing
Operating ambient air temperature 50° to 104°F _ (10° to 40°C) 50° to 104°F _ (10° to 40°C)
Safety certification ETL ETL
Net weight 4.0 Kg 4.0 Kg

Two installation methods

Dimensions

XA ERBEKIEEEECREREEREE
Other voltages and configurations available upon request

Performance Chart
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ZGK200P &%

Technical Data

OIL-LESS

Model Number ZGK200P1-47 ZGK200P2-47
Performance Data

Head configuration Pressure parallel flow Pressure parallel flow
Nominal voltage/frequency 110V/60Hz/1 220V/50Hz/1

Current at rated load 2.2 A 1.1 A

Power at rated load 220 W 210 W

Flow at rated load 47 L/min 47 L/min

Pressure at rated load 20 PSI (1.4 bar) 20 PSI (1.4 bar)
Speed at rated load 1650 rpm 1400 rpm

Noise <55 dB(A) <55 dB(A)

Maximum pressure restart 0 PSI 0 PSI

Electrical Data

Motor type [Capacitance] P.S.C(14uF) P.S.C(6.5uF)

Motor insulation class B 3

Thermal switch [Open temperature] Thermally protected (145°C) Thermally protected (145°C)

Line lead wire color, gauge
Capacitor lead wire color, gauge

General Data

Operating ambient air temperature

Blue, blue, 18 AWG

50° to 104°F _(10°to 40C

_

Black, black, 18 AWG

50° to 104°F _(10°to 40°C)

White(hot). black(neutral). 18 AWG Brown(hot). blue(neutral). 18 AWG

Safety certification ETL ETL
Net weight 4.0 Kg 4.0 Kg

XA ERBEKIEEEECREREEREE
Other voltages and configurations available upon request

Performance Chart
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Exploded Drawing

1.481& housing
2.3%#F connecting rod

3. Bicup seal
4. 8% % cup seal gland

Dimensions

5.41%& cylinder liner
6.1 #R valve plate

7. 815 cylinder cover
8. %% relief valve

b0
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9.3 7K bearing
8 M8 motor casing

10.E

11.%F stator
12.%%F rotor

163
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Exploded Drawing

ZGK260P &%

OIL-LESS

Technical Data

Model Number ZGK260P1-50 ZGK260P2-50
Performance Data

Head configuration Pressure parallel flow Pressure parallel flow
Nominal voltage/frequency 110V/60Hz/1 220V/50Hz/1
Current at rated load 24 A 1.2 A

Power at rated load 240 W 230 W

Flow at rated load 50 L/min 50 L/min
Pressure at rated load 20 PSI (1.4 bar) 20 PSI (1.4 bar)
Speed at rated load 1650 rpm 1400 rpm

Noise <55 dB(A) <55 dB(A)
Maximum pressure restart 0 PSI 0 PSI

Electrical Data

Motor type [Capacitance] P.S.C(15uF) P.S.C(5uF)

Motor insulation class B B &

Thermal switch [Open temperature] Thermally protected (145°C) Thermally protected (145°C) 1.581K housing 5.%L% cylinder liner O.587K bearing

Line lead wire color, gauge White(hot). black(neutral). 18 AWG Brown(hot), blue(neutral). 18 AWG : ‘. : :

B A =

Capacitor lead wire color, gauge Blue, blue, 18 AWG Black, black, 18 AWG 2.XEFF connecting rod 6. 1R va :”'e plate 0.E8#/115] motor casing
3. Bicup seal 7.%15% cylinder cover 11.7EF stator

General Data 4 FZ®ilE & cup seal gland 8.2 ¥ relief valve 12.55F rotor

Operating ambient air temperature 50° to 104°F _ (10° t0 40°C) 50° to 104°F (10° to 40°C)

Safety certification ETL ETL

Net weight 4.2 Kg 4.2 Kg

Two installation methods

Dimensions

XA ERBEKIEEEECREREEREE
Other voltages and configurations available upon request . ;
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Exploded Drawing
ZGK300P %71

OIL-LESS

Technical Data

Model Number ZGK300P1-47/2 ZGK300P2-47/2
Performance Data
Head configuration Pressure parallel flow Pressure parallel flow
Nominal voltage/frequency 110V/60Hz/1 220V/50Hz/1
Current at rated load 2.8 A 1.4 A
Power at rated load 280 W 270 W
Flow at rated load 47 L/min 47 L/min
Pressure at rated load 30 PSI (2.0 bar) 30 PSI (2.0 bar)
Speed at rated load 1650 rpm 1400 rpm
Noise <55 dB(A) <55 dB(A)
Maximum pressure restart 0 PSI 0 PSI
Electrical Data
Motor type [Capacitance] P.S.C(20uF) P.S.C(8uF)
Motor insulation class B B =4
Thermal switch [Open temperature]  Thermally protected (145°C) Thermally protected (145°C) 1.481K housing 5.81%& cylinder liner O.387K bearing
Line Ie_ad wire cu.lur, gauge White(hot). black(neutral). 18 AWG Brown(hot), blue(neutral), 18 AWG 2 4T connecting rod 6.14R valve plate 10. 84115 motor casing
Capacitor lead wire color, gauge Blue blue, 18 AWG  Black, black, 18 AWG +
3. Bicup seal 7.%15% cylinder cover 11.7EF stator
General Data 4. K BiE & cup seal gland 8. &+ IR relief valve 12.%%F rotor
Operating ambient air temperature 50° to 104°F _ (10° to 40°C) 50° to 104°F _ (10° to 40°C)
Safety certification Sl ETL
Net weight 4.4 Kq 4.4 Kg

Two installation methods

Dimensions

XA ERBEKIEEEECREREEREE
Other voltages and configurations available upon request
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Technical Data

Model Number ZGK300P1-68 ZGK300P2-68
Performance Data
Head configuration Pressure parallel flow Pressure parallel flow
Nominal voltage/frequency 110V/60Hz/1 220V/50Hz/1
Current at rated load 3.0A S
Power at rated load 310 W 300 W
Flow at rated load 68 L/min 68 L/min
Pressure at rated load 20 PSI (1.4 bar) 20 PSI (1.4 bar)
Speed at rated load 1650 rpm 1400 rpm
Noise <55 dB(A) <55 dB(A)
Maximum pressure restart opPSI _ _________________________ opPsI
Electrical Data
Motor type [Capacitance] P.S.C(20uF) P.S.C(8uF)
Motor insulation class B B =4
Thermal switch [Open temperature]  Thermally protected (145°C) Thermally protected (145°C) 1.481K housing 5.81%& cylinder liner O.3417K bearing
Line Ie.ad wire co_lor, gauge White(hot). black(neutral). 18 AWG Brown(hot), blue(neutral), 18 AWG 2 4T connecting rod 6.14R valve plate 10. 84115 motor casing
Capacitor lead wire color, gauge Blue. blue, 18 AWG Black, black, 18 AWG +
3. Bicup seal 7.%15% cylinder cover 11.7EF stator
General Data 4. K BiE & cup seal gland 8. &+ IR relief valve 12.%%F rotor
Operating ambient air temperature 50° to 104°F _ (10° to 40°C) 50° to 104°F _ (10° to 40°C)
Safety certification ETL ETL
Net weight 4.4 Kg 4.4 Kg

Two installation methods

Dimensions

XA ERBEKIEEEECREREEREE
Other voltages and configurations available upon request
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Technical Data

Model Number ZGK350P1-68 ZGK350P2-68

Performance Data

Head configuration Pressure parallel flow Pressure parallel flow

Nominal voltage/frequency 110V/60H2/1 220V/50H2/1

Current at rated load 3.2 A 1.6 A

Power at rated load 320 W 310 W

Flow at rated load 68 L/min 68 L/min

Pressure at rated load 20 PSI (1.4 bar) 20 PSI (1.4 bar)

Speed at rated load 1650 rpm 1400 rpm

Noise <55 dB(A) <55 dB(A)

Maximum pressure restart oPSI ____________________________ oPsI

Electrical Data

Motor type [Capacitance] P.S.C(20uF) P.S.C(8uF)

Motor insulation class B B &

Thermal switch [Open temperature] = Thermally protected (145°C) Thermally protected (145°C) 1.4681K housing 5.%L% cylinder liner O.547K bearing

Line lead wire color, gauge White(hot). black(neutral). 18 AWG Brown(hot). blue(neutral). 18 AWG _ 3 X :

Capacitor lead wire color, gauge Blue, blue, 18 AWG Black, black, 18 AWG 2. AT connecting rod 6.1 valve plate 0.B#f§ motor casing
3. Bicup seal 7.%15% cylinder cover 11.7EF stator

General Data 4. K BiE & cup seal gland 8. 241 relief valve 12.%5F rotor

Operating ambient air temperature 50° to 104°F  (10° to 40°C) 50° to 104°F  (10° to 40°C)

Safety certification ETL ETL

Net weight 4.9 Kq 4.9 Kq

Dimensions Two installation methods

XA ERBEKIEEEECREREEREE
Other voltages and configurations available upon request
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Technical Data

Model Number ZGK350P1-75 ZGK350P2-75

Performance Data
Head configuration Pressure parallel flow Pressure parallel flow
Nominal voltage/frequency 110V/60Hz/1 220V/50Hz/1
Current at rated load 3.5A 1.7 A
Power at rated load 360 W 350 W
Flow at rated load 75 L/min 75 L/min
Pressure at rated load 20 PSI (1.4 bar) 20 PSI (1.4 bar)
Speed at rated load 1650 rpm 1400 rpm
Noise <55 dB(A) <55 dB(A)
Maximum pressure restart 0 PSI 0 PSI
Electrical Data
Motor type [Capacitance] PSC(2QuF) _____  Ppsc®ww)
Motor insulation class B B =
Thermal switch [Open temperature] = Thermally protected (145C) Thermally protected (145C) 146K housing 5.4T% cylinder liner 957k bearing
Line Ig.ad wire {:ﬂ_lnr. gauge White(hot), black(neutral). 18 AWG Brown(hot). blue(neutral), 18 AWG Z.Eﬂ: connecting rod 6.?@’}75—{ valve plate 10. 8413 motor casing
Capacitor lead wire color, gauge Blue, blue, 18 AWG Black, black, 18 AWG + ,
3. Bicup seal 7.%15% cylinder cover 1.7 ¥ stator
General Data 4&@@;%% cup seal Q'Eﬂd 8%%% relief valve : 2%% rotor
Operating ambient air temperature 50° to 104°F (10° to 40C) 50° to 104°F (10° to 40°C)
Safety certification ETL ETL
Net weight 4.9 Kg 4.9 Kg

Dimensions Two installation methods

XA REE KRR ECHEREEREE
Other voltages and configurations available upon request R

=1 I I |

Performance Chart

164

4 X U558

|

360 Lo = .
- . |
340 [
- I 85 ]
S 3
= ] =
O 80 = 5 0 |
S 300 5 @%
o ] I 5
280 = 75
' [ i =
260 -— 010.5 .
70 11 @ 5 g17.3
1 M %
I i | 1§25
240 ; } @: <
— - - - —+ 65 i | @
0 5 10 15 20 25 30
25610.8 89140.2
Pressure (PSI)
285 130




AN & BN S u--®

DI IN'NkE'L)

Exploded Drawing

ZGK400P &%

OIL-LESS

Technical Data

Model Number ZGK400P1-75 ZGK400P2-75
Performance Data
Head configuration Pressure parallel flow Pressure parallel flow
Nominal voltage/frequency 110V/60Hz/1 220V/50Hz/1
Current at rated load 3.2 A 1.6 A
Power at rated load 350 W 340 W
Flow at rated load 75 L/min 75 L/min
Pressure at rated load 20 PSI (1.4 bar) 20 PSI (1.4 bar)
Speed at rated load 1650 rpm 1400 rpm
Noise <58 dB(A) <58 dB(A)
Maximum pressure restart 0 PSI 0 PSI
Electrical Data
Motor type [Capacitance] PSC(3QuF  P.S.C(10uF) 4
Motor insulation class E B 1.4 fan 6.6 Ecylinder liner 11. 8417 motor casing
Thermal switch [Open temperature] =~ Thermally protected (145C) Thermally protected (145°C) 2 #81K housing 7. @R valve plate 12.%EF stator
Line lead wire color, gauge White(hot). black(neutral). 18 AWG Brown(hot). blue(neutral). 18 AWG 3.%EFF connecting rod S. G5 cylinder cover 13.55F rotor
Capacitor lead wire color, gauge Blue, blue, 18 AWG Black, black, 18 AWG ‘ _
4.5 Bicup seal 9.4 relief valve
General Data 5.8 8% 5% cup seal gland 10. 587K bearing
Operating ambient air temperature 50° to 104° °to0 40° 50° to 104°F °to 4
Safety certification ETL ETL
Net weight 6.5 Kg 6.5 Kg

Dimensions Two installation methods

XA ERBEKIEEEECREREEREE
Other voltages and configurations available upon request
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Technical Data

Model Number ZGK400P1-85 ZGK400P2-85
Performance Data

Head configuration Pressure parallel flow Pressure parallel flow
Nominal voltage/frequency 110V/60Hz/1 220V/50Hz/1
Current at rated load 3.8 A 1.8 A

Power at rated load 390 W 380 W

Flow at rated load 85 L/min 85 L/min
Pressure at rated load 20 PSI (1.4 bar) 20 PSI (1.4 bar)
Speed at rated load 1650 rpm 1400 rpm

Noise <58 dB(A) <58 dB(A)
Maximum pressure restart 0 PSI 0 PSI

Electrical Data

Motor type [Capacitance] P.S.C(30uF) P.S.C(10uF) -
Motor insulation class B B 1.4 fan 6.fEcylinder liner 11. 8417 motor casing
Thermal switch [Open temperature] = Thermally protected (145°C Thermally protected (145°C) 2 581K housing 7. 1B Rkvalve plate 12.7F stator
Line lead wire color, gauge White(hot). black(neutral). 18 AWG Brown(hot). blue(neutral), 18 AWG 3.%4F connecting rod 8.4T2 cylinder cover 13.5:F rotor

] i % &
Capacitor lead wire color, gauge Blue, blue, 18 AWG Black, black, 18 AWG 4 Eﬁ?ﬁcup — 9. 540 ielief valve

- *

General Data 5.2 ®BiE & cup seal gland 10.387K bearing
Operating ambient air temperature 50° to 104°F (10° to 40 50° to 104°F  (10° to 40
Safety certification ETL ETL
Net weight 6.5 Kg 6.5 Kg

Dimensions Two installation methods

XA ERBEKIEEEECREREEREE
Other voltages and configurations available upon request
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Technical Data

Model Number ZGK400P1-50/2 ZGK400P2-50/2
Performance Data

Head configuration Pressure parallel flow Pressure parallel flow
Nominal voltage/frequency 110V/60Hz/1 220V/50Hz/1
Current at rated load 3.1A 1.55 A

Power at rated load 320 W 310 W

Flow at rated load 50 L/min 50 L/min

Pressure at rated load 30 PSI (2.0 bar) 30 PSI (2.0 bar)
Speed at rated load 1650 rpm 1400 rpm

Noise <58 dB(A) <58 dB(A)
Maximum pressure restart 0 PSI 0 PSI

Electrical Data

Motor type [Capacitance] P.S.C(20uF P.S.C(8uF) ~
Motor insulation class BB 1.4 5 fan 6.fEcylinder liner 11. 841 motor casing
Thermal switch [Open temperature] = Thermally protected (145°C) Thermally protected (145°C) 2 581K housing 7. #Rvalve plate 12.FF stator
Line lead wire color, gauge White(hot). black(neutral). 18 AWG Brown(hot). blue(neutral). 18 AWG 3. 24T connecting rod 8.4T2 cylinder cover 13.5F rotor
Capacitor lead wire color, gauge Blue, blue. 18 AWG Black, black, 18 AWG 4.5z Bicup seal 9.4 relief valve

- .
GeneraiData 5.5 ®W[E & cup seal gland 10.387K bearing
Operating ambient air temperature 50° to 104°F _ (10° to 40°C) 50° to 104°F _ (10° to 40°C
Safety certification ETL ETL
Net weight 6.0 Kg 6.0 Kg

Dimensions Two installation methods

XA ERBEKIEEEECREREEREE
Other voltages and configurations available upon request
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Technical Data

Model Number ZGK400P1-60/2 ZGK400P2-60/2
Performance Data

Head configuration Pressure parallel flow Pressure parallel flow
Nominal voltage/frequency 110V/60Hz/1 220V/50Hz/1
Current at rated load 3.3A 1.65 A

Power at rated load 350 W 340 W

Flow at rated load 60 L/min 60 L/min

Pressure at rated load 30 PSI (2.0 bar) 30 PSI (2.0 bar)
Speed at rated load 1650 rpm 1400 rpm

Noise <58 dB(A) <58 dB(A)
Maximum pressure restart 0 PSI 0 PSI

Electrical Data

Motor type [Capacitance] P.S.C(30uF P.S.C(10uF -
Motor insulation class B B 1.4 5 fan 6.#LEcylinder liner 11. 8417 motor casing
Thermal switch [Open temperature] = Thermally protected (145°C) Thermally protected (145°C) 2§81k housing 7.®#valve plate 12.%F F stator
Line lead wire color, gauge White(hot), black(neutral). 18 AWG Brown(hot), blue(neutral), 18 AWG 3. 24T connecting rod 8.4T2 cylinder cover 13.46F rotor
Capacitor lead wire color, gauge Blue, blue. 18 AWG Black, black. 18 AWG ; .

4.5 Bicup seal 9.4 relief valve
General Data 5.5 B[E & cup seal gland 10.587K bearing
Operating ambient air temperature 50° to 104°F (10° to 40°C) 50° to 104°F _ (10° to 40°C)
Safety certification ETL ETL
Net weight 6.5 Kq 6.5 Kg

Two installation methods

Dimensions

XA ERBEKIEEEECREREEREE
Other voltages and configurations available upon request
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Technical Data

Model Number ZGK400P1-65/2 ZGK400P2-65/2
Performance Data

Head configuration Pressure parallel flow Pressure parallel flow
Nominal voltage/frequency 110V/60H2/1 220V/50Hz/1
Current at rated load 3.5A 1.75 A

Power at rated load 370 W 360 W

Flow at rated load 65 L/min 65 L/min

Pressure at rated load 30 PSI (2.0 bar) 30 PSI (2.0 bar)
Speed at rated load 1650 rpm 1400 rpm

Noise <58 dB(A) <58 dB(A)
Maximum pressure restart 0 PSI 0 PSI

Electrical Data

Motor type [Capacitance] PSC@3uF)  PpPSc(OuF) 4
Motor insulation class B 2 1.2 53 fan 6.6 Ecylinder liner 11. 8417 motor casing
Thermal switch [Open temperature] = Thermally protected (145C) Thermally protected (145C) 2§64 housing 7./ #Rvalve plate 12.%F stator
Line I&-ad wire cn.lnr, gauge White(hot). black(neutral). 18 AWG Brown(hot), blue(neutral). 18 AWG 3.7%%F connecting rod 8.%[ 55 cylinder cover 13.45F rotor
Capacitor lead wire color, gauge Blue. blue, 18 AWG Black, black. 18 AWG ‘ _

4.5 Bicup seal 9.4 relief valve
General Data 5.2 W& & cup seal gland 10.5B7K bearing
Operating ambient air temperature 50° to 104°F _ (10° to 40°C) 50° to 104°F _ (10° to 40°C)
Safety certification ETE =17
Net weight 6.5 Kg 6.5 Kg

Two installation methods

Dimensions

XA ERBEKIEEEECREREEREE
Other voltages and configurations available upon request
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Technical Data

Model Number ZGK400P1-70/2 ZGK400P2-70/2
Performance Data

Head configuration Pressure parallel flow Pressure parallel flow
Nominal voltage/frequency 110V/60Hz/1 220V/50Hz2/1
Current at rated load 3.6 A 1.8 A

Power at rated load 390 W 375 W

Flow at rated load 70 L/min 70 L/min

Pressure at rated load 30 PSI (2.0 bar) 30 PSI (2.0 bar)
Speed at rated load 1650 rpm 1400 rpm

Noise <58 dB(A) <58 dB(A)
Maximum pressure restart gPSI__ ___________________________ 0Ps

Electrical Data

Motor type [Capacitance] P.S.C(30uF) P.S.C(10uF) -
Motor insulation class E B 1.4 fan 6.6 Ecylinder liner 11. 8417 motor casing
Thermal switch [Open temperature] =~ Thermally protected (145C) Thermally protected (145°C) 2§81k housing 7.®#valve plate 12.FF stator
Line Ie.ad wire Co.lﬂr, gauge White(hot), black(neutral), 18 AWG Brown(hot). blue(neutral), 18 AWG 3.3%FF connecting rod 8.#L & cylinder cover 13.56F rotor
Capacitor lead wire color. gauge Blue, blue, 18 AWG Black. black, 18 AWG e, _

4.5 Bicup seal 9.4 relief valve
General Data 5.2 Hi[E & cup seal gland 10.5#07& bearing
Operating ambient air temperature 50° to 104°F _ (10° to 40°C) 50° to 104°F _ (10° to 40°C)
Safety certification ETL ETL
Net weight 6.5 Ka 6.5 Kg

Dimensions Two installation methods

XA ERBEKIEEEECREREEREE
Other voltages and configurations available upon request
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Technical Data

Model Number ZGK400P1-75/2 ZGK400P2-75/2
Performance Data

Head configuration Pressure parallel flow Pressure parallel flow
Nominal voltage/frequency 110V/60Hz/1 220V/50Hz/1
Current at rated load 41 A 1.9 A

Power at rated load 400 W 390 W

Flow at rated load 75 L/min 75 L/min

Pressure at rated load 30 PSI (2.0 bar) 30 PSI (2.0 bar)
Speed at rated load 1650 rpm 1400 rpm

Noise <58 dB(A) <58 dB(A)
Maximum pressure restart 0 PSI 0 PSI

Electrical Data

Motor type [Capacitance] P.S.C(30uF) P.S.C(10uF) -
Motor insulation class B B 1.4 fan 6.#LEcylinder liner 11. 8417 motor casing
Thermal switch [Open temperature] =~ Thermally protected (145°C) Thermally protected (145°C) 2 #81K housing 7. 1@ 4R valve plate 12.%EF stator
Line lead wire color, gauge White(hot). black(neutral). 18 AWG Brown(hot). blue(neutral), 18 AWG 3.3%#F connecting rod 8.fL 7 cylinder cover 13.5F rotor
Capacitor lead wire color. gauge Blue, blue, 18 AWG Black, black, 18 AWG : _
4.5 Bicup seal 9.4 relief valve
General Data 5.2 Hi[E & cup seal gland 10.5#07& bearing
Operating ambient air temperature 50° to 104°F_ (10° to 40°C) 50° to 104°F _ (10° to 40°C)
Safety certification Bl ETL
Net weight 6.5 Kq 6.5 Kg

Dimensions Two installation methods

XA ERBEKIEEEECREREEREE
Other voltages and configurations available upon request
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Model Number ZGK500P1-90/2 ZGK500P2-90/2 /,_i\ ~ )
Performance Data D, ~
Head configuration Pressure parallel flow Pressure parallel flow —~ e
Nominal voltage/frequency 110V/60H2/1 220V/50H2/1 ' —
Current at rated load 4.7 A 2.3 A ' =)
Power at rated load 490 W 480 W -
Flow at rated load 90 L/min 90 L/min )

Pressure at rated load

30 PSI (2.0 bar)

30 PSI (2.0 bar)

Speed at rated load 1650 rpm 1400 rpm
Noise <60 dB(A) <60 dB(A)
Maximum pressure restart 0 PSI 0 PSI
Electrical Data
Motor type [Capacitance] P.S.C(25uF) P.S.C(12uF)
Motor insulationclass B B 1.4 53 fan 6.fLEcylinder liner 11.841% motor casing
Thermal switch [Open temperature] Thermally protected (145°C) Thermally protected (145°C) 2 554K h ousing 7. @R valve plate 12.% F stator
tlne IE.::d v;rlrzcu_lur, giliuge :hltebﬂ'lmt],1b3|a;$;eutral1, 18 AWG E:'w:(ng:lnt]k, bi:eﬂ{r:;trall, 18 AWG 3.E:ﬂ: connecting rod 84T cylmder cover 3.%? rotor
apacitor lead wire color, gauge ue, blue ac ac +
- —— 4.57 Bicup seal 9.2 8 relief valve
General Data 5. BiE & cup seal gland 10.507 bearing
Operating ambient air temperature ° 2 2 : - -
Safety certification ETL ETL
Net weight 8.5 Kg 8.5 Kg

Two installation methods

Dimensions

XA ERBEKIEEEECREREEREE
Other voltages and configurations available upon request
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Thermal switch [Open temperature]

Thermally protected (145°C)

Thermally protected (145°C)

Line lead wire color, gauge

White(hot), black(neutral), 18 AWG

Brown(hot), blue(neutral), 18 AWG

Capacitor lead wire color, gauge

Blue, blue, 18 AWG

Black, black, 18 AWG

General Data
Operating ambient air temperature

50° to 104°F (10° to 40°C)

50° to 104°F (10° to 40°C)

1.5 fan
2. 587K housing
3.3%F#F connecting rod
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Model Number ZGK500P1-110/2 ZGK500P2-110/2 o~ o
Performance Data S A
Head configuration Pressure parallel flow Pressure parallel flow e 2
Nominal voltage/frequency 110V/60Hz/1 220V/50Hz/1 s g 4\
Current at rated load 5.6 A 2.7 A -
Power at rated load 590 W 580 W /”i'ﬁ“\: =
Flow at rated load 110 L/min 110 L/min N/ ol
Pressure at rated load 30 PSI (2.0 bar) 30 PSI (2.0 bar) | i
Speed at rated load 1650 rpm 1400 rpm i
Noise <62 dB(A) <62 dB(A) %
Maximum pressure restart 0 PSI 0 PSI 2
Electrical Data
Motor type [Capacitance] P.S.C(35uF) P.S.C(14uF) [ ==
Motor insulation class B B

11.841& motor casing
12.7EF stator
13.55+ rotor

6.f[Ecylinder liner
7.1RtRrvalve plate
8.#%L 7% cylinder cover

Safety fﬂ‘-e"“ﬁ‘:ﬂ““" ETL ETL 4.5 Bicup seal 9. %218 relief valve
Net welght 10 Ka 1074 5.5 He[E & cup seal gland 10.%h7& bearing
XARBEKEHEECHEREEEER
Other voltages and configurations available upon request
Performance Chart Dimensions
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Exploded Drawing
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Model Number ZGK500P1-60/4 ZGK500P2-60/4 *’/-4_- J/
Performance Data ~ e )
Head configuration Pressure parallel flow Pressure parallel flow 5 -’
Nominal voltage/frequency 110V/60Hz/1 220V/50Hz/1 i
Current at rated load 4.7 A 2.3 A —
Power at rated load 500 W 490 W (10) )
Flow at rated load 60 L/min 60 L/min N/ —
Pressure at rated load 60 PSI (4.0 bar) 60 PSI (4.0 bar) | a0
Speed at rated load 1650 rpm 1400 rpm -/
Noise <65 dB(A) <65 dB(A) e
Maximum pressure restart 0 PSI 0 PSI H

Electrical Data

Motor type [Capacitance] P.S.C(25uF) P.S.C(12uF) =

Motor insulation class B B

Thermal switch [Open temperature] ~ Thermally protected (145C) Thermally protected (145°C)

Line lead wire color, gauge White(hot), black(neutral), 18 AWG Brown(hot), blue(neutral), 18 AWG

Capacitor lead wire color, gauge Blue, blue, 18 AWG Black, black, 18 AWG | | _
1.5 fan 6. Ecylinder liner 11. 841 motor casing

General Data 2 F81K housing 7.®#Rvalve plate 12.7EF stator

Operating ambient air temperature 50° to 104°F _ (10° to 40°C) 50° to 104°F _ (10° to 40°C) 3.3%E4F connecting rod 8.4T 3% cylinder cover 13.4:F rotor

Safety certification =1 EIL 4.7 Bicup seal 9.4 1® relief valve

Net weight 8.5 Kg 8.5 Kg

5. #[% 7 cup seal gland 10.5@7% bearing

XA ERBEKIEEEECREREEREE
Other voltages and configurations available upon request

Performance Chart Dimensions
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Model Number

Performance Data
Head configuration

OIL-LESS

ZGK800P1-140/2

Pressure parallel flow

ZGK800P2-140/2

Pressure parallel flow

Nominal voltage/frequency 110V/60Hz/1 220V/50Hz/1
Current at rated load 7.6 A 3.8A
Power at rated load 820 W 800 W
Flow at rated load 140 L/min 140 L/min
Pressure at rated load 30 PSI (2.0 bar) 30 PSI (2.0 bar)
Speed at rated load 1650 rpm 1400 rpm
Noise <68 dB(A) <68 dB(A)
Maximum pressure restart 0 PSI 0 PSI
Electrical Data

Motor type [Capacitance] P.S.C(45uF) P.S.C(20uF)
Motor insulation class B E

Thermal switch [Open temperature]

Thermally protected (145°C)

Thermally protected (145°C)

Line lead wire color, gauge

White(hot), black(neutral), 18 AWG

Brown(hot), blue(neutral), 18 AWG

Capacitor lead wire color, gauge

Blue, blue, 18 AWG

Black, black, 18 AWG

General Data
Operating ambient air temperature

50° to 104°F _ (10° to 40°C)

50° to 104°F _(10° to 40C)

Safety certification ETL ETL
Net weight 12 Kg 12 Kg

XA EBEKRAEECHEREGEER

Other voltages and configurations available upon request

Exploded Drawing
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2. 587K housing
3.%+F connecting rod

4.57 Bicup

seal

5.5 He[E & cup seal gland

Dimensions

6.5 Ecylinder liner

7.1®Rrvalve plate
8.#%L 7% cylinder cover
0. L2 I8 relief valve

10.%h7% bearing
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11.8B41% motor casing
12.7EF stator
13.% rotor




AN & BN S u--®

DI IN'NkE'L)

Exploded Drawing
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Model Number SG10D12-10

Performance Data
Nominal voltage 12VDC

Max. Current 0.9A
Max. Power 10 W
Max. Flow 10 L/min
Nominal Speed 3000 rpm
Noise <50 dB(A)
Maximum pressure restart 0 PSI ,;;;_3._:;;
Electrical Data
Motor type DC brush
Motor insulation class B
Genera_l Data i ; 1. 8L motor b, Bk cup seal gland
Operating ambient air temperature 15t040°C 9. 84k housing 6B valve plate
Safety certification ETL 3. ¥FF connecting rod T.8l%  cylinder cover
Net weight 0.29 Kqg 4. BF diaphragm 8. @M  cover plate
XAREERkEHHECREREGEER
Other voltages and configurations available upon request
Performance Chart Dimensions
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